






Enclosure
Conforms to EN 50081-1 & 50082-2 (EMC)
European standards EN-61010-1 (low voltage)

Protection NEMA 4X
IP65 certified

Material aluminium and polyester–coated metallic housing
stainless steel screws

Cable glands 2 x PG13 and 2 x PG11

Connections 2.5 mm2 terminals with screws
demountable terminals for the mains and relays

Net weight 2 kg (4.4 lbs)

Temperature Stockroom :  –20 to 70°C (4 to 158°F)
Operating :  –20 to 60°C (4 to 140°F)

Display  34 x 67.4 mm (1.3 x 2.7 in)
4 digits: 12 mm x 8 mm (0.5 x 0.3 in)
central graphic zone, relays status indication (S1, S2, S3 , S4)
double display : measure + temperature

Power supply universal self–adapting :
standard version : 100... 240 VAC, +/-10% 50/60 Hz
low voltage version : 13 to 30 VAC, 50/60 Hz; 18 to 42 VDC
consumption: 25 VA

Packaging the transmitter is shipped in a cardboard box with
instruction manual, 4 cable glands, screws for panel
mounting and a quality certificate of conformity to
specifications

Analysis
Measuring ranges :

- temperature: –20 to 200°C (4 to 392°F)
- conductivity/resistivity for 2–electrode sensors:
cell constant specific specific
(cm-1) conductivity resistivity
0.01 0.01µS/cm–200 µS/cm 5.00 kΩ x cm–100 MΩ x cm

0.1 0.1µS/cm–2 mS/cm 0.5 kΩ x cm–10 MΩ x cm
1.00 1 µS/cm–20 mS/cm 0.05 kΩ x cm–1 MΩ x cm

- conductivity / resistivity for inductive sensors:
cell constant specific specific
(cm-1) conductivity resistivity

1.00 50 µS/cm–1 S/cm 1 Ω x cm–20 kΩ x cm
2.35 200 µS/cm–2 S/cm 0,5 Ω  x cm–5 kΩ x cm

10.00 1 mS/cm–10 S/cm 0.1 Ω x cm–1 kΩ x cm

Measurement characteristics (at transmitter inputs/outputs):
- conductivity/resistivity accuracy: ± 1% of reading
- concentration accuracy:  ± 1% of reading
- mA accuracy:  ± 0.1 mA
- Temperature accuracy : +/- 0,4°C

2 analog outputs: 0 or 4–20 mA, freely programmable scale
- 1 for conductivity/resistivity/concentration and 1 for temperature or
- 2 for conductivity/resistivity/concentration
Galvanically isolated from CPU, mains and sensor, 16 bits resolution, max load: 900
ohms
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