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Accessories for Ion Exchangers

LFH 200
A mobile digital conductivity meter for handheld 
operation or wall-mounting. Equipped with an 
electrode connector and a main cable, it can be used 
almost anywhere.

The device is equipped with temperature 
compensation, a variable conductivity alarm setting 
and acoustic alarm. Optional: LFH 200 with a main 
supply unit to operate a 230 volt contact to control a 
solenoid valve. Metering range: 0.1 to 199.9 μS/cm 
reversible 18.18 to 0.01 MOhm (230V/50 Hz).

Distribution blocks
These distribution blocks can be wall mounted and 
control the pure water distribution via two, three or 
four valves. The robust design is available with shut 
off ball valves and/or 3/4” threaded connection at 
outlet points.

Leak detector
For monitoring equipment and piping installations. 
If a failure causes water to leak, the water monitor 
detects a change in the conductivity between the 
sensor contacts and cuts off the water supply to 
prevent flooding or damage.

Additional accessories: 	 Cat. No.
1. Hose set SG 2000 – SG 15000 SK with electrode 	 1610

2. Hose set SG 2000 – SG 6200 SK without electrode	 1690

3. �Screw-in electrodes, 1/2 “, c = 0.2 / TC  
for P1/50 or LFW200 	 1670

��     only for LFW200 	 1671

4. Connection tube for series connection 	 1631

5. Floating switch 	 1755

6. Solenoid valve 	 1750
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Tanks: 15 l (Cat. No.: 05198), 30 l  
(Cat. No.: 05188 ), 50 l (Cat. No.: 05189).

LFH 200
Catalog Numbers: 1603 and 1604

Distribution block. Cat. No.: 1714 Quick-connectors. Cat. No.: 1640

Dispenser. Cat. No.: 1731
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Article Specification Cat. No.

Conductivity meter P2/30SK 0 – 20 μS/cm, analogue, quick-coupler 1600

Conductivity meter P2/30 0 – 20 μS/cm, analogue, 3/4” thread connector 10510

Conductivity indicator P1/50WA with switch contact 0 – 50 μS/cm, analogue, wall-mounted 10540

Conductivity indicator LFH 200 with switch contact 0 – 200 μS/cm, digital, portable, wall bracket 1603

Conductivity indicator LFH 200 0 – 200 μS/cm, digital, portable, wall bracket 1604

Conductivity indicator LFW200 with switch contact 0 – 200 μS/cm, digital, wall-mounted 1605

Leak detector with sensor 3/4” thread connector 00029

Leak detector with sensor 1” thread connector 00038

Leak detector with sensor 1/4” thread connector, battery supply 2084

Solenoid valve 3/4” thread connector, currentless closed 1750

Float switch level control with electrical contact 1755

Conductivity electrode 3 m cable R 1/2”, electrode (c = 0.2) for P1/50 or LFW200 connection 1670

Conductivity electrode, temperature compensated 3 m cable R 1/2”, electrode (c = 0.2) only for LFW200 connection 1671

Quick-coupler adapter for deionizer and hose (SG2000 – 6200) Male and female connector, 3/4” thread connector to quick-coupler (VA) 1640

Quick-coupler adapter only for deionizer (SG2000 – 6200) Male connector, 3/4” thread connector to quick-coupler (VA) 1641

Storage tank for Pure Water 15 l volume, PE, with tap 05198

Storage tank for Pure Water 30 l volume, PE, with tap 05188

Storage tank for Pure Water 50 l volume, PE, with tap 05189

Storage tank for Pure Water 80 l volume, PE, with tap 05190

Storage tank for Pure Water 125 l volume, PE, with tap 05234

Distribution block VBII 1 x 3/4” thread inlet, 2 x shut-off hose valve 1702

Distribution block VBIII 1 x 3/4” thread inlet, 3 x shut-off hose valve 1703

Distribution block VBIV 1 x 3/4” thread inlet, 4 x shut-off hose valve 1704

Distribution block VBII 1 x 3/4” thread inlet, 1 x 3/4” thread outlet, 1 x shut-off hose valve 1712

Distribution block VBIII 1 x 3/4” thread inlet, 2 x 3/4” thread outlet, 1 x shut-off hose valve 1713

Distribution block VBIV 1 x 3/4” thread inlet, 3 x 3/4” thread outlet, 1 x shut-off hose valve 1714

Shut-off hose valve for distribution blocks 1712…1714 1715

Wallbracket for SG700 deionizer 1410

Dispenser for Pure Water 3/4” internal thread connector 1731

Set of hoses with threaded connectors for:

SG2000-SG6200 2 x 1.5m, 3/4” external thread only for P2/30 connection 10400

SG2000-SG6200 with conductivity sensor 2 x 1.5m, 3/4” external thread, electrode (c = 0,2) for P1/50, LFW200 connection 1615

SG2000-SG6200 with temperature compensated sensor 2 x 1.5m, 3/4” external thread, electrode (c = 0,2) only for LFW200 connection 1616

SG2000-SG6200 with conductivity sensor 2 x 1.5m, 3/4” external thread, electrode (c = 0,2) only for LFH200 connection 1646

SG7000-SG15000 with conductivity sensor 2 x 1.5m, 1 1/4” external thread, electrode (c = 0,2) for P1/50 , LFW200 connection 1613

SG7000-SG15000 with temperature compensated sensor 2 x 1.5m, 1 1/4” external thread, electrode (c = 0,2) only for LFW200 connection 1614

SG7000-SG15000 with conductivity sensor 2 x 1.5m, 1 1/4” external thread, electrode (c = 0,2) only for LFH200 connection 1647

Set of hoses with threaded connectors for a serial connection of two deionizers:

of SG2000-SG6200 2 x 1.5m, 3/4” external thread 1 x 0.5m, 3/4” external thread only for P2/30 connection 1634

of SG2000-SG6200 with conductivity sensor 2 x 1.5m, 3/4” external thread 1 x 0.5m, 3/4” external thread, electrode (c = 0,2) for P1/50 or LFW200 1635

of SG2000-SG6200 with temperature compensated sensor 2 x 1.5m, 3/4” external thread 1 x 0.5m, 3/4” external thread, electrode (c = 0,2) only for LFW200 connection 1636

of SG2000-SG6200 with conductivity sensor 2 x 1.5m, 3/4” external thread 1 x 0.5m, 3/4” external thread, electrode (c = 0,2) only for LFH200 connection 1649

of SG7000-SG15000 with conductivity sensor 2 x 1.5m, 1 1/4” external thread, 1 x 0.5m, 1 1/4” external thread, electrode (c = 0,2) for P1/50 or LFW200 1637

of SG7000-SG15000 with temperature compensated sensor 2 x 1.5m, 1 1/4” external thread, 1 x 0.5m, 1 1/4” external thread, electrode (c = 0,2) only for LFW200 connection 1638

of SG7000-SG15000 with conductivity sensor 2 x 1.5m, 1 1/4” external thread, 1 x 0.5m, 1 1/4” external thread, electrode (c = 0,2) only for LFH200 connection 1650

Set of hoses with SK quick-couplers for:

SG2000-SG15000SK 2 x 1.5m, quick-coupler only for P2/30 connection 1690

SG2000-SG15000SK with conductivity sensor 2 x 1.5m, quick-coupler, electrode (c = 0,2) for P1/50 or LFW200 connection 1610

SG2000-SG15000SK with temperature compensated sensor 2 x 1.5m, quick-coupler, electrode (c = 0,2) only for LFW200 connection 1611

SG2000-SG15000SK with conductivity sensor 2 x 1.5m, quick-coupler, electrode (c = 0,2) only for LFH200 connection 1645

Set of hoses with SK quick-couplers for a serial connection of two deionizers:

of SG2000-SG15000SK 2 x 1.5m with quick-couplers, 1 x 0.5m with thread connector - only for P2/30 connection 1627

of SG2000-SG15000SK with conductivity sensor 2 x 1.5m, quick-couplers, 1 x 0.5m, quick-coupler and thread connector, electrode (c = 0,2) for P1/50 or LFW200 1628

of SG2000-SG15000SK with temperature compensated sensor 2 x 1.5m, quick-couplers, 1 x 0.5m, quick-coupler and thread connector, electrode (c = 0,2) only for LFW200 connection 1629

of SG2000-SG15000SK with conductivity sensor 2 x 1.5m, quick-couplers, 1 x 0.5m, quick-coupler and thread connector, electrode (c = 0,2) only for LFH200 connection 1648

Hose with a threaded and a quick-coupler for a serial connection 0.5m, with 3/4” thread and quick-coupler 1631



For more information contact:

Siemens
Water Technologies

Tel +49 40 / 6 70 868 6
Fax +49 40 / 6 70 868 44

globallab.water@siemens.com

The information provided in this brochure 
contains merely general descriptions or 
characteristics of performance which in actual 
case of use do not always apply as described 
or which may change as a result of further 
development of the products. An obligation 
to provide the respective characteristics shall 
only exist if expressly agreed in the terms of 
contract.
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